AdvanTex® AX100 Treatment Systems AFO-OM-MA-3
For Commercial and Multi-Family Installations Rev. 1.0, 7/07

Field Maintenance Report Form

& Orenco Systems, Inc.

Date: Project namsa: Address: Operator:

Maintenance Activity

A) Inspect Control/Alarm Panel
1) Gheck pump operations in manual mode
2) Gheck/recond pUMP amperage and voltags

Pump #1: Vollage at breaker: Amps while pumping:

Pump #2: Voltage at breaker: _ Amps while pumnping:

Pump #3: Vollage at breaker: Amps while pumping:

Pump #4: Voltage at breaker: _ Amps while pumnping:
3} Gheck timer sattings
Recire:  Mormal On o Onvermice On o
Desing:  Mormal On o Cwverrice On Of

4} Record elapsed time meter and counter readings (f applicable)
5) Confirm operation of audible and visual alarma
6} Typical average daily flow
T} Typical average weekly peak flow
B) InspectiTest Pumping System
1) Varity no leaks in riser
2) Inspect aplice box for moksture and secure connections
J) Verity candition of and comect operation of 3 floms
4) Verify neat wrap of float conda
5) Pull purnp and chean intake screen if necEssary
&) Visually inspact recirculating spiitter valve and liquid lavel
C) Inspect Effluent Filters/Pump Screens
1) Clean as needed
2) Visually inspect and comment on biomat growth
) Inspoct Primary Tank
1} Inapect Bquid depth, ados, scum color, efluent charactertstics
3) Measure shudge and Scurm; Fecommend tank pumping, if necessary
E) Inspact AdvanTex Filter
1) Inspect lor ponding; assess characier and color of blomsat
2) Check inlet pressune:
3) Verify proper nozzle position, equal spray under nozzes, no clogs
4) Check for odors; adjust recirculating time if necessary
Mormnal; Musty Earthy Maoldy
Pungent: Sulfide Cabbage Decay
5) Clean and flush manitold (if necessany)
G} Re-check spray pattern
T} Flush underdrain
B} Inspect vent fan assambly to verity operation of fan
F} Miscellansous
1} Exercine all valves
2] Rt valvies, control pand 1o proper Sattings
J3) Submit required docwumentation

Copées of inspection and malnenance repons and additional comments/documentation ane 1o be

Activity Check-Off/Notes

It applicable:
Fan woltage at breaker:
Fan heater voltage at breaker:

AFD-0M-MA-3

forwarded to the AdvanTex Dealer, or if no Dealer, to Orenco Systems, £14 Alrnway Avenue, Sutherdin,d OR 97479, Rev. 1.0, 207
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AFO-OM-MA-4

AdvanTex® AX100 Treatment Systems Ao 1.0, /0T
For Commercial and Multi-Family Installations © Orenco Systems, Inc.
Field Sampling Report Form

Date:

Inspecion
Adiress:

Syatem Type:

Field Results

Parameter Method  Typical Fleld Observations Lab Results
Clarity Visual' Clear (15 = NTUs) Influent Effluent
cBOD,
Odor Siff Non=oifensive COD
T35
MOy
Oy film Wisaal; Kane
irtsade tank TEN
Turiidity
Foam Visual; Nang
sy tank MH
pi Fieid 6-0 Alnalinity
0o Probe i

Temperature  Thermometer

Dt Dana:
Signature Signature
Fledd Sampler Lab Techmnician

o check for clarity service prowiders aen carry o lib-prepared semple bottle or bossles wirh know miebidities of 15 NTUs and 30 NTUS, fo conputre
agatinst. oF can e o portable terbidity meter. Always pu efffieent savpde in o clear glas container ar beaker fo evaluare clarity. Using a sl
remvavalle sticker, write the date, place it fowr on the beaker, and photograph for docrmentation.

T check far odor, serviee providers can simply mmifll the efffsent sample with the agitance of an olfactory swiffer device awdlor sulfide odor rmeasring

paches, Whenever possible, intervien system nsers about odor ocourrenes aned request wier§ assistance in verifying or detecting odor,
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